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Insert the aluminum sliding blocks into the existing
C-profile rail.

The collar of the press-in sleeve must point
downwards when installing the slot nuts.

Arrange the 4 slot nuts per solar panel roughly
across the width of the panel. The hole spacing of
the panel is 60 cm.

Clean your car roof to avoid scratches from dirt on
the roof. Now place the panel on the roof of your
VW California. It's best for two of you to do this. So
that the car roof is protected in the long term, your
panel is equipped with a paint-friendly cellular
rubber.

The position of the panel should be chosen so that
the beginning of the spiral cable is at the fixing
point (rain gutter C-rail) and the cable is taut.
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Step 1:

% Mounting solar panel

The screws are tightened with a torque wrench and
a size 45 TORX. The tightening torque is ToNm.

The panel is pulled elastically to the car roof when
tightened. This is intentional in order to create a
stable tension and to prevent so-called chattering.
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Step 2:

cable routing

The cable is routed under the solar panel in the
direction of the tailgate hinge.

The cable is fixed at two points:

Thread the cable tie through the existing rain drain
hole and fix the beginning of the spiral cable.
Secure the cable with the second cable tie on the
side of the tailgate hinge. This does not affect the
function of the hinge.

Make sure the cable ties are tight and cut off the
protruding parts flush.

Now the cable is routed past the trunk opening on
the left-hand side. This takes place in the so-called
gutter.

The cable is placed in the lower area over the
existing door rubber seal of the trunk lid.

Alternatively, the headlight can be loosened with
two screws and guided behind the headlight
behind the panel

This installation is recommmended for the
Ocean/Coast models. The cable thus gets directly
into the interior of the side cabinet.
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Step 3:

% Connection to battery

Variant 1: Beach/Ocean/Coast driver's seat

To connect to the battery, the driver's seat must be
detached from the console. A SW13 key is required
for this.

The seat is attached with two nuts at the front and
two screws at the rear. By operating the seat
adjustment, the screws can be easily reached.

Attention: The seat is connected to an airbag cable.
The airbag cable does not have to be dismantled to
access the secondary battery. To do this, it is
enough to tilt the seat forward onto the steering
wheel. By removing the headrest you create more
space.

Remove the insulating sleeve and the plastic cover
in front of the console.
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Step 3:

% Connection to battery

Variant 2: Ocean/Coast cabinet

To connect to the battery, open the battery
compartment cover. Loosen the retaining screw
that secures the battery. Now you can take the
battery out of the cabinet. A flat object will help you
lift the battery up a bit to pry it over the bottom bar.

Since the charge controller has no place in the
battery compartment, it is placed in the upper side
cabinet.

Run the battery connection cable through the back
to the battery compartment.

For this installation variant, we recommend the
additional use of a Victron Battery Sense. This is
glued to the side of the battery and connected to
the ® and © poles of the battery. The sensor is then
connected to the charge controller via an app.
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Step 3:

Connection to battery

Connect the battery connection cables
included in the scope of delivery to the MPPT
charge controller. The connections are
marked “BATT"” on the MPPT charge
controller.

Red to @ and black to ©.

@ Then connect the red end to the ® pole of
the battery and attach the black end to the ©
pole of the battery.

Notes on existing CamperUnit (CU):

T6.1 with CU: Do not connect the negative pole of
the charge controller to the battery, but to earth 7 =i,
(body). The original ground point is under the B Sl et
. Connection under the driver's seat
battery. To do this, the battery must be
completely removed. Alternatively, the battery
bracket screw or a bracket screw in the cabinet
can be used.

T5&T6 with CU: Connect the negative pole of the
charge controller directly to the battery pole of
the supply battery, otherwise an error message
will appear in the CU. Unfortunately, the positive
charging current is no longer visible on the CU,
but can be read at any time via the charge
controller app.

N \

Connection in closet

@ The solar module cable can then be
connected to the charge controller. The
connections are marked “PV" on the charge
controller. Red to @ and black to ©.
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Step 4:

Installation

The charge controller can now be subjected to a
functional test. To do this, download the
“VictronConnect” app from the App Store.

The wattage shown in the app refers to the power
going into your battery and not the power of the
solar panel. It's important to note that when your
battery is full, the wattage will automatically
decrease, although the solar panel could potentially
produce even more power.

After a successful function test, the charge
controller can be attached, to the side of the
console or in the cabinet using the mounting tape
at the rear side.

To integrate the Battery Sense, a VE.Smart Network
must be created in the app. You can find more
information behind the QR code.
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If you have any questions or suggestions, please contact us at

info@califaktur.de

Thank you for your trust and have fun enjoying your CALIFAKTUR freedom,
independence and flexibility.

Safety instructions:

In general, the tightening torque of the screw connection of
the solar panels must be checked before departure and
regularly. There is no legal speed limit for driving with a solar
panel. As the CALIFAKTUR team, we follow the general
recommendations for roof structures from TUV and ADAC
and recommend driving no faster than 130 km/h.

www.califaktur.de



