INSTALLATION GUIDE | 1041 0000 | REV 01 = .
Product:  Suspension Lift Kit ‘SEIKEL

Vehicle:  Volkswagen Multivan from m.y. 2022

This installation guide applies to this part n® and vehicles:

1041 0000 Volkswagen Multivan from model year 2022, front wheel drive —
Suspension Lift Kit
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INSTALLATION GUIDE | 1041 0000 | REV 01

Product:  Suspension Lift Kit SEIKEL
Vehicle:  Volkswagen Multivan from m.y. 2022
Parts list:

1041 0000 VW Multivan from m.y. 2022, front wheel drive

Pos. | Item no. Designation Amount
1 10120064-Z | Shock absorber T5/T6/76.1 Maxi Monroe front axle 2
2 10140051 Spring T5 GP/ T6 Eibach front axle 2
3 10410100 Spacer plate lift kit rear axle 2
4 10410101 Cable bracket suspension strut front axle 2
5 10410102 Shock absorber Koni FSD rear axle 2
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Important

To ensure proper function and optimal quality of our parts, their installation must be done in accordance
with this installation guide in a professional workshop and according to the car manufacture’s
specifications. Seikel GmbH and its employees shall not be responsible for damage and its consequences
of any nature, which are caused due to non-observance or ignorance of these guidelines. Warranties shall
be void for incorrectly performed installations.

In order to maintain driving safety and functioning of all moving and electrical parts, we recommend keeping
the vehicle underbody free of heavy contaminations. This applies especially after every use in difficult terrain
with e.g. mud, sand/gravel and water crossings.

Otherwise, it is a good idea to clean the underbody regularly, e.g. at the end of the winter half-year.

For this, existing protective plates of the vehicle underbody (e.g. engine, gearbox, tank & rear axle) should be
dismantled beforehand.

SEIKEL warranty certificate through product registration

When you purchase and install a SEIKEL product, you need a warranty certificate so that we can cover costs
in the event of a warranty claim. You can download this warranty certificate from our website at
www.seikel.de/downloads. Please fill out the form and return it to us by e-mail or fax. This is the only way to
ensure that we can cover the costs in the event of a warranty or guarantee claim.

The certificate is valid for both - commercial and private customers.

Installation instructions

The exact working steps as well as tightening torques are to be taken from the instructions of the respective
vehicle manufacturer. In case of deviations, our specifications of Seikel GmbH apply.
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Recommended special tools

- Spring compressor
- 24 mm 12-point hex nut

Stand level

Determine the standing height (a) using a
tape measure between the lower edge of
the protection plate and the centre of the
wheel and make a note of it.

Best practise
applies for the left and right side

Front axle

Remove the suspension strut according to
the Volkswagen guidelines.
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Using a spring compressor, dismantle the
shock absorber and replace the standard
shock absorber with the shock absorber
supplied.

Then reassemble shock absorber
according to the Volkswagen guidelines.

Install the completed suspension strut in
the vehicle according to the Volkswagen
guidelines.

Attach the supplied cable bracket to the
lower fastening screw of the suspension
strut as shown in the illustration and fix
the brake and ABS cable to the bracket.
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SEIKEL

Rear axle

If present, remove the height sensor on
the rear axle swing arm.

Secure the rear axle swing arm with a
gearbox jack. Then remove the shock
absorber.

Lower the gearbox jack as far as the brake
cable will allow without being damaged.

Compress the spring with a spring
compressor until the supplied spacer plate
fits between the chassis and the spring
support.
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Install the supplied spacer plate between
the chassis and the spring support and
decompress the spring.

Install the supplied shock absorbers on
the rear axle using the supplied screws
according to the Volkswagen guidelines.

Before tightening the screw connections,
place the vehicle on the ground.

After completing all the work:

- Adjust the axle geometry according to the Volkswagen guidelines.
- Adjust headlights according to the guidelines of the vehicle manufacturer.
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